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HexaLug HUB Adapters
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Caliber Distinction

Notches Caliber Length x Part. No.

1 5.56 27.5 115-003-061

2 6.5 30.5 115-003-062

3 7.62 33.5 115-003-063

5.56 mm 6.5 mm 7.62 mm

IMPORTANT NOTES
 

One of HexaLug's greatest features is caliber 

differentiation. HexaLug devices made for a larger 

caliber fit smaller caliber muzzle devices, but not 

vice versa. 

 

Make sure to install a HexaLug HUB adapter matching

the caliber of your suppressor. 

Otherwise, caliber differentiation is void.

 

5.56 mm HUB adapters require Gen. 2 muzzle devices.

See drawing "115003059 - HexaLug Gen. 2 Muzzle Devices"

for reference.

 

Exterior dimensions are the same on all 

HexaLug HUB adapter variants.

 

DIN 1810B spanner wrench (size 30-32 mm)

required for installation.

 

Suitable holes for the spanner wrench are located under

the locking nut. Locking nut must be removed for the

installation of the HUB adapter and reinstalled afterward.

 

Depending on suppressor make and model there may be

specific installation recommendations provided by the 

manufacturer. Check the manual of your suppressor before

attempting to install a HUB adapter. 

 

Application of a small amount of high-temp adhesive 

(e.g. Rocksett) is recommended for use on self-loading 

and automatic firearms. Snug the threads down as tight

as possible without using an extension.
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